


Volevo camminare sulla
sabbia. Sabbia ridotta a nuda
materia. | wanted to walk on
the sand. Sand reduced to
simple substance.



MATERIA/SURFACE
CLAUDIO LA VIOLA DESIGN
(2004)




SPESSORE
THICKNESS

ASSORBIMENTO D’ACQUA
WATER ABSORPTION

DUREZZA (MOSH)
HARDNESS (MOSH)
6

RESISTENZA AL GELO
FROST RESISTANCE

RESISTENZA ALL’ATTACCO CHIMICO
RESISTANCE TO ACIDS AND ALKALINS

RESISTENZA ALLE MACCHIE
STAIN RESISTANCE

rd

COEFFICIENTE DI ATTRITO MEDIO
AVERAGE COEFFICIENT OF FRICTION

M valore standard/required standard
valore brix/brix value

MATERIA/SURFACE
CLAUDIO LA VIOLA DESIGN

NU020 Nudo Sand Square
RETTIFICATO, NATURALE - RECTIFIED, NATURAL
59,4x59,4 233/8”x233/8”

NU200 Nudo Sand Half
RETTIFICATO, NATURALE - RECTIFIED, NATURAL
29,6x59,4 115/8"x233/8”

[ ]

NU120 Nudo Sand Bar
RETTIFICATO, NATURALE - RECTIFIED, NATURAL
9,7x59,4 313/16”x233/8”

CON TAGLIO A 45° - 45° CUT

NUSK20 Nudo Sand Skirting
8x59,4 3"x2338”

OTTENUTO ATTRAVERSO CURVATURA DELLA PIASTRELLA
OBTAINED BY CURVING THE TILES

NUG20 Nudo Sand Step
59,4x32,5x5 233/8"x1213/16"x115/16”

OTTENUTO ATTRAVERSO IL TAGLIO DI DUE GRADINI
OBTAINED BY CUTTING TWO STEPS

NUGA20 Nudo Sand C/Step
32,5%32,5x5 1213/167x1213/16”x115/16”

BF020 Brixgrout Sand

Materiale adatto per uso esterno, interno, saune e piscine.
Material suitable for outdoor and indoor use, saunas and
swimming pool.

Si consiglia fuga di 2 mm.
Tile spacing recommended 2 mm.
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SPESSORE
THICKNESS

12 mm
1/2”
ASSORBIMENTO D’ACQUA

WATER ABSORPTION
0,5%  0,05%

4|
hd

DUREZZA (MOSH)
HARDNESS (MOSH)
6 &

RESISTENZA AL GELO
FROST RESISTANCE
Non gelivo/Unfrost

RESISTENZA ALL’ATTACCO CHIMICO
RESISTANCE TO ACIDS AND ALKALINS
Non attaccati/Unaffected

-

RESISTENZA ALLE MACCHIE
STAIN RESISTANCE
Pulito/ Cleaned

rd

COEFFICIENTE DI ATTRITO MEDIO
AVERAGE COEFFICIENT OF FRICTION

R9
PEI
PEI

v

M valore standard/required standard
1% valore brix/brix value

FOTO SCALA 1:1
FULL-SIZE IMAGE

MATERIA/SURFACE
CLAUDIO LA VIOLA DESIGN

SQUARE

NUO050 Nudo Rust Square
RETTIFICATO, NATURALE - RECTIFIED, NATURAL
59,4x59,4 233/8”x233/8”

HALF

NU500 Nudo Rust Half
RETTIFICATO, NATURALE - RECTIFIED, NATURAL
29,6x59,4 115/8"x233/8”

BAR

NU150 Nudo Rust Bar
RETTIFICATO, NATURALE - RECTIFIED, NATURAL
9,7x59,4 313/16”x233/8”

SKIRTING
CON TAGLIO A 45° - 45° CUT

NUSK50 Nudo Rust Skirting
8x59,4 3"x2338”

STEP
OTTENUTO ATTRAVERSO CURVATURA DELLA PIASTRELLA
OBTAINED BY CURVING THE TILES

NUG50 Nudo Rust Step
59,4x32,5x5 233/8”x1213/16”x115/16”

G/STEP
OTTENUTO ATTRAVERSO IL TAGLIO DI DUE GRADINI
OBTAINED BY CUTTING TWO STEPS

NUGAS50 Nudo Rust C/Step
32,5x32,5x5 1213/16”x1213/16”x115/16”

STUCCO CONSIGLIATO - SUGGESTED GROUT
BF090 Brixgrout Aubergine
BF070 Brixgrout Black

Materiale adatto per uso esterno, interno, saune e piscine.
Material suitable for outdoor and indoor use, saunas and
swimming pool.

Si consiglia fuga di 2 mm.
Tile spacing recommended 2 mm.
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SPESSORE
THICKNESS
12mm
172"

ASSORBIMENTO D’ACQUA
WATER ABSORPTION
0,5%  0,05%

DUREZZA (MOSH)
HARDNESS (MOSH)
6 8

RESISTENZA AL GELO
FROST RESISTANCE
Non gelivo/Unfrost

RESISTENZA ALL’ATTACCO CHIMICO
RESISTANCE TO ACIDS AND ALKALINS
Non attaccati/Unaffected

RESISTENZA ALLE MACCHIE
STAIN RESISTANCE
Pulito/ Cleaned

vl

COEFFICIENTE DI ATTRITO MEDIO
AVERAGE COEFFICIENT OF FRICTION

3¢]
PEI
PEI

v

M valore standard/required standard
I valore brix/brix value

FOTO SCALA 1:1
FULL-SIZE IMAGE
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MATERIA/SURFACE
CLAUDIO LA VIOLA DESIGN

SQUARE

NUO090 Nudo Lava Square
RETTIFICATO, NATURALE - RECTIFIED, NATURAL
59,4x59,4 233/8”x233/8”

HALF

NU900 Nudo Lava Half
RETTIFICATO, NATURALE - RECTIFIED, NATURAL
29,6x59,4 115/8”x233/8”

BAR

NU190 Nudo Lava Bar
RETTIFICATO, NATURALE - RECTIFIED, NATURAL
9,7x59,4 313/167x233/8”

SKIRTING
CON TAGLIO A 45° - 45° CUT

NUSK90 Nudo Lava Skirting
8x59,4 3"x2338”

STEP
OTTENUTO ATTRAVERSO CURVATURA DELLA PIASTRELLA
OBTAINED BY CURVING THE TILES

NUG90 Nudo Lava Step
59,4x32,5x5 233/8”x1213/16”x115/16”

G/STEP
OTTENUTO ATTRAVERSO IL TAGLIO DI DUE GRADINI
OBTAINED BY CUTTING TWO STEPS

NUGA90 Nudo Lava C/Step
32,5x32,5x5 1213/16”x1213/16”x115/16”

STUCCO CONSIGLIATO - SUGGESTED GROUT
BFO070 Brixgrout Black

Materiale adatto per uso esterno, interno, saune e piscine.
Material suitable for outdoor and indoor use, saunas and
swimming pool.

Si consiglia fuga di 2 mm.
Tile spacing recommended 2 mm.
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SPESSORE
THICKNESS
12mm
1/2”

ASSORBIMENTO D’ACQUA
WATER ABSORPTION
0,5%  0,05%

DUREZZA (MOSH)
HARDNESS (MOSH)
6 8

RESISTENZA AL GELO
FROST RESISTANCE
Non gelivo/Unfrost

RESISTENZA ALL’ATTACCO CHIMICO
RESISTANCE TO ACIDS AND ALKALINS
Non attaccati/Unaffected

-

RESISTENZA ALLE MACCHIE
STAIN RESISTANCE
Pulito/Cleaned

vl

COEFFICIENTE DI ATTRITO MEDIO
AVERAGE COEFFICIENT OF FRICTION

R9
PEI
PEI

v

M valore standard/required standard
I valore brix/brix value

FOTO SCALA 1:1
FULL-SIZE IMAGE

MATERIA/SURFACE
CLAUDIO LA VIOLA DESIGN

SQUARE

NUO070 Nudo Coal Square
RETTIFICATO, NATURALE - RECTIFIED, NATURAL
59,4x59,4 233/8”x233/8”

HALF

NU700 Nudo Coal Half
RETTIFICATO, NATURALE - RECTIFIED, NATURAL
29,6x59,4 115/8"x233/8”

BAR

NU170 Nudo Coal Bar
RETTIFICATO, NATURALE - RECTIFIED, NATURAL
9,7x59,4 313/16"x233/8”

SKIRTING
CON TAGLIO A 45° - 45° CUT

NUSK70 Nudo Coal Skirting
8x59,4 3"x23%8”

STEP
OTTENUTO ATTRAVERSO CURVATURA DELLA PIASTRELLA
OBTAINED BY CURVING THE TILES

NUG70 Nudo Coal Step
59,4x32,5x5 233/8”x1213/16”x115/16”

C/STEP
OTTENUTO ATTRAVERSO IL TAGLIO DI DUE GRADINI
OBTAINED BY CUTTING TWO STEPS

NUGA?70 Nudo Coal C/Step
32,5x32,5x5 1213/16”x1213/16”x115/16”

STUCCO CONSIGLIATO - SUGGESTED GROUT
BF070 Brixgrout Black

Materiale adatto per uso esterno, interno, saune e piscine.
Material suitable for outdoor and indoor use, saunas and
swimming pool.

Si consiglia fuga di 2 mm.
Tile spacing recommended 2 mm.






